
Panel Mount Type Flowmeter

GSF Series

GSF Series ỳӔᶷwet part ὗ 1 pieceἛ♥Ӕ leakageҍῼ◕ ֥

ẋῄ  ꜙ ỳgas ỳ ḻ Ӧ ᷄ḁ.

SPECIFICATIONS

Design Type : Panel Mount

Operating Temperature  : ~ 120 ᴈ 

Operating Pressure : 7Kgf/cm2 

Fluid : Gas, Liquid

Connection  : ¼"PT, ¼"NPT

Wet Part Material : SUS304,SUS316, Brass

Gasket : NBR, EPDM, Viton, etc.

Center to Center(A) : 64mm,87mm, 115mm, 150mm, etc.

Measuring Range : Air ς Min 50 ncc/min, Max 50 nl/min

                                   Water ς Min 1~10 cc/min, Max 0.2 ~ 1.8 l/min

Όד ͖Ѩ
 

װ┬ ἒ♬ ─ ⁄ ̆♬ӈ reed switch⁄ ҍ ⁴ תּ ̓ ҿ▀ ˭ ṉ Ѥ ₅̯▫Ἅ╥
  ♪͐⁄ ҍ ⁴ ᾅ─ Ӌѱѻ. ┬װ תּ ╪ ἒ♬ תּ ⁄ ₵╙ ԅ ON ֞Ѥ OFF Ӌѱѻ.
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Panel Mount Type Flowmeter

GSF Series

Ordering Information

GSF -         -          -          -         -          -          -

á â ã ä å æ ç

á Center to Center

L   ς 150mm
M ς 115mm
S   ς 87mm
T   ς 64mm
Z   ς Special

âMaterial
S4 ς SUS304
S6 ς SUS316
B   ς Brass 

ã Connection
P  ς  ¼"PT
N ς  ¼"NPT
S  ς Special

ä Gasket

N ς NBR
E ς EPDM
V  ς Viton
S  ς Special

å Fluid
AIR - N2, CO2 , Ar, etc.
WATER
LIQUID

æ Flow Rate Max ˃

ç Alarm
AL ς low
AH - high

Ὦ) GSF- M- S4- P- N- AIR- 5LPM- AH 
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Panel Mount Type Flowmeter

TP Series

TP Series ỳӔᶷCenter to Center ҍ 200mm ♄ ỳӔἛ♄

ỳ‛ ♄scale Ɫₒ בּ ᶷ ỳӔ ᷄ḁ.

SPECIFICATIONS

Design Type : Panel Mount

Operating Temperature  : ~ 120 ᴈ 

Operating Pressure : 7Kgf/Cm2 

Fluid : Gas, Liquid

Connection  : ¼"PT, ¼"NPT

Wet Part Material : SUS304,SUS316

Gasket : NBR, EPDM, Viton, etc.

Center to Center(A) : 115mm, 200mm, etc.

Measuring Range : Air ς Min 50 ncc/min, Max 50 nl/min

                                   Water ς Min 10 cc/min, Max 1.8 l/min
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Panel Mount Type Flowmeter

TP Series

Ordering Information

TP -         -          -          -         -          -          

á â ã ä å æ

á Center to Center
L   ς 200mm
S   ς 115mm

âMaterial
S4 ς SUS304
S6 ς SUS316

ã Connection
P  ς  ¼"PT
N ς  ¼"NPT

ä Gasket

N ς NBR
E ς EPDM
V  ς Viton
S  ς Special

å Fluid
AIR - N2, CO2 , Ar, O2 , etc.
LIQUID

æ Flow Rate Max ˃

Ὦ) TP ï S ï S4 ï P ï N ï AIR ï 5LPM
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Panel Mount Type Flowmeter

CP,CP-S Series

CP, CP-S Seriesʊ ỳ ♄ ᾞ, TAPER TUBE ꜙὗ PANNEL ᾠ ♄

ₐ בּ Ӏ ṍ ᷄ḁ. Ἓῼ ꜙ◑ Ὢ ▐ ᾞ֥

BROOKS ὦ ỳӔḓ Ἓ ṍ ᷄ḁ.

SPECIFICATIONS

Design Type : Panel Mount

Operating Temperature  : ~ 120 ᴈ 

Operating Pressure : 7Kgf/Cm2 

Fluid : Gas, Liquid

Connection  Υ  мκуϦt¢όbt¢ύΣ мκп άt¢όbt¢ύ

Wet Part Material : SUS304

Gasket : NBR, EPDM, Viton, etc.

Center to Center(A) : 140mm, etc.(ṊҵỢ╪ּנҵⱠ▬)

Measuring Range :  Air ς Min 50 NCC/min, Max 50 NL/min

                                   Water ς Min 5CCpm, Max 3000CCpm
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Panel Mount Type Flowmeter

CP,CP-S Series

Ordering Information

á Center to Center
L   ς 140mm
S   ς 76mm

âMaterial
S4 ς SUS304
S6 ς SUS316

ã Connection

1P  ς  1/8"PT
4P  ς  1/4"PT
1N  ς  1/8άbt¢
4N  ς  1/4"NPT

ä Gasket

N ς NBR
E ς EPDM
V  ς Viton
S  ς Special

å Fluid
AIR - N2, CO2 , Ar, O2 , etc.
LIQUID
WATER

æ Flow Rate Max ˃

ç Reed Switch Alarm
AL  ς Low
AH ς High

Ὦ) CP ï L ï S4 ï 2P ï N ï WATER ï 3000CCPM -  AL

CP -         -          -          -         -          -          -

á â ã ä å æ ç
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Panel Mount Type Flowmeter

CP,CP-S Series

Flowmeter Installation Example



Panel Mount Type Flowmeter

CP-H

CP-Hᶷ ỳ ♄ ᾞ, TAPER TUBE ꜙὗ PANNEL ᾠ ♄

ₐ בּ Ӏ ṍ ᷄ḁ. Ἓ ,ꜙ ῼ ꜙ◑ Ὢ ▐ ᷄ḁ.

SPECIFICATIONS

Design Type : Panel Mount

Operating Temperature  : ~ 120 ᴈ 

Operating Pressure : 8Kgf/Cm2 

Fluid : Gas, Water

Connection  :  1/8"PT(NPT)

Wet Part Material : SUS304

Center to Center(A) : 115mm

Measuring Range :  Gas ς Min 0.05 NLPM, Max 50 NLPM

                                   Water ς Min 0.01 LPM, Max 1.0 LPM

Taper Tube : BOROSILICATE GLASS

Dimentions :  25mm x 22mm x 135mm(W x D x H)

* ᾠ ὣӨ ֥ᶾ

* ὣӨ   ֥ᶾ

Model :  CP-H 3200cc

                CP-H 260cc
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Panel Mount Type Flowmeter

CP-&ȷ&ɲ1Flowmeter)

SPECIFICATIONS

Design Type : Panel Mount

Material : SUS304

Taper Tube : BOROSILICATE GLASS

Fluid Υ Iі{ D!{

Accuarcy : +/- 2%

Max Pressure :  8Kg/cm2 

Max Temperature :  120°C

Packing : NBR,VITON

Connection  :  1/8"NPT

Dimentions :  25mm x 22mm x 135mm(W x D x H)

Center to Center(A) : 115mm

Taper Tube Length : 75mm

* ᾠ ὣӨ ֥ᶾ

* ὣӨ   ֥ᶾ

Model :  CP-H2300 όŦƭǳƛŘΥ Iі{ D!{Σ Ŧƭƻǿ ǊŀǘŜΥ 230 CCPM ~ 2300 CCPM)

                CP-IнтлόŦǳƭƛŘΥ Iі{ D!{Σ Ŧƭƻǿ ǊŀǘŜΥ нт //ta Ϥ нтл //taύ
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Panel Mount Type Flowmeter

GP Series

GP Seriesʊ ә ỳ ♄ ỳӔἛ♄ә ♄ḻ▐ ҍᶾ ḻἜ ᾠ

ҙ ὣἛ ỳӔ ᷄ḁ.

SPECIFICATIONS

Design Type : Panel Mount

Operating Temperature  : ~ 120 ᴈ 

Operating Pressure : 7Kgf/Cm2 

Fluid : Gas, Liquid

Connection  : оκуϦt¢όbt¢ύΣ ѹ άt¢όbt¢ύ

Wet Part Material : SUS304,SUS316

Gasket : NBR, EPDM, Viton, etc.

Center to Center(A) : 160mm, 200mm, etc.

Measuring Range : Air ς Min 50 nl/min, Max 600 nl/min

                                   Water ς Min 1.0 l/min, Max 20 l/min
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Panel Mount Type Flowmeter

GP Series

Ordering Information

á Center to Center
L   ς 200mm
S   ς 160mm

âMaterial
S4 ς SUS304
S6 ς SUS316

ã Connection

3P  ς  3/8"PT
2P  ς  1/2"PT
3N  ς  оκуάbt¢
2N  ς  1/2"NPT

ä Gasket

N ς NBR
E ς EPDM
V  ς Viton
S  ς Special

å Fluid
AIR - N2, CO2 , Ar, O2 , etc.
LIQUID
WATER

æ Flow Rate Max ˃

ç Reed Switch Alarm
AL  ς Low
AH ς High

Ὦ) GP ï L ï S4 ï 2P ï N ï WATER ï 20LPM -  AL

GP -         -          -          -         -          -          -

á â ã ä å æ ç
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Panel Mount Type Flowmeter

GP-S Series

GP-S Series ỳӔᶷ Ӥҏ ♄ә ỳ ӦFlow SwitchἛ▐ ֥

Ӏ Ṏꜙ ỳӔ ᷄ḁ. 

SPECIFICATIONS

Design Type : Panel Mount

Operating Temperature  : ~ 120 ᴈ 

Operating Pressure : 7Kgf/cm2 

Fluid : Liquid

Connection  : оκуϦt¢Σ мκпάt¢

Wet Part Material : SUS304,SUS316

Gasket : NBR, EPDM, Viton, etc.

Center to Center(A) : 115mm

Measuring Range : Water ς Max 1.0 ~ 10 l/min

Όד ͖Ѩ
 

װ┬ ἒ♬ ─ ⁄ ̆♬ӈ reed switch⁄ ҍ ⁴ תּ ̓ ҿ▀ ˭ ṉ Ѥ ₅̯▫Ἅ╥
  ♪͐⁄ ҍ ⁴ ᾅ─ Ӌѱѻ. ┬װ תּ ╪ ἒ♬ תּ ⁄ ₵╙ ԅ ON ֞Ѥ OFF Ӌѱѻ.
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-         -          -          -         -          -          

Panel Mount Type Flowmeter

GP-S Series

Ordering Information

áMaterial
S4 ς SUS304
S6 ς SUS316

â Connection
P  ς  3/8"PT
T  ς  1/4"PT
S  ς Special

ã Gasket

N ς NBR
E ς EPDM
V  ς Viton
S  ς Special

ä Fluid
LIQUID
WATER

å Flow Rate Max ˃

æ Alarm
AL  ς Low
AH ς High

Ὦ) GP ï S ï S4 ï P ï N ï WATER ï 10LPM -  AL

GP-S

á â ã ä å æ
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Panel Mount Type Flowmeter

TPG Series

TPG Series ỳӔᶷwet part ҍ Teflon(PVC) ἛҍӤṍ ♄D.I Water, 

Chemicals, SolventṴ ▐ ḻἜ♥Ӕṍ ᷄ḁ.

SPECIFICATIONS

Design Type : Panel Mount

Operating Temperature  : ~ 60 ᴈ 

Operating Pressure : 5Kgf/cm2 

Fluid : Liquid only

Connection  : 1/2"PT, 3/4"PT

Wet Part Material : Teflon, PVC, SUS304

Gasket : Viton, Teflon, etc.

Center to Center(A) : 150mm, etc.

Measuring Range : Water ς Min 1~10 l/min, Max 4.5 ~ 45 l/min

Όד ͖Ѩ
 

װ┬ ἒ♬ ─ ⁄ ̆♬ӈ reed switch⁄ ҍ ⁴ תּ ̓ ҿ▀ ˭ ṉ Ѥ ₅̯▫Ἅ╥
  ♪͐⁄ ҍ ⁴ ᾅ─ Ӌѱѻ. ┬װ תּ ╪ ἒ♬ תּ ⁄ ₵╙ ԅ ON ֞Ѥ OFF Ӌѱѻ.
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Panel Mount Type Flowmeter

TPG Series

Ordering Information

á Center to Center
L   ς 150mm
S   ς Special

âMaterial
S4 ς SUS304
T   ς Teflon
P   ς PVC

ã Connection
3P  ς  3/4"PT
2P  ς  1/2"PT

ä Gasket
V  ς Viton
T  ς Teflon 

å Fluid
WATER
CHEMICALS
etc.

æ Flow Rate Max ˃

ç Reed Switch Alarm
AL  ς Low
AH ς High

Ὦ) TPG ï L ï T ï 2P ï V ï D.I WATER ï 20LPM -  AL

TPG -         -          -          -         -          -          -

á â ã ä å æ ç
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Panel Mount Type Flowmeter

TPG-S Series

TPG-S Series ỳӔᶷwet part ҍ Teflon(PVC) ἛҍӤṍ ♄ ỳ

D.I Water, Chemicals, Solvent Ṵ ▐ ḻἜ♥Ӕṍ ᷄ḁ.

SPECIFICATIONS

Design Type : Panel Mount

Operating Temperature  : ~ 60 ᴈ 

Operating Pressure : 3Kgf/cm2 

Fluid : Liquid only

Connection  : 1/4"PT

Wet Part Material : Teflon, PVC

Gasket : Viton, Teflon, etc.

Center to Center(A) : 100mm, etc.

Measuring Range : Min 0.01~0.1 l/min, Max 0.2 ~ 2 l/min

Όד ͖Ѩ
 

װ┬ ἒ♬ ─ ⁄ ̆♬ӈ reed switch⁄ ҍ ⁴ תּ ̓ ҿ▀ ˭ ṉ Ѥ ₅̯▫Ἅ╥
  ♪͐⁄ ҍ ⁴ ᾅ─ Ӌѱѻ. ┬װ תּ ╪ ἒ♬ תּ ⁄ ₵╙ ԅ ON ֞Ѥ OFF Ӌѱѻ.
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-         -          -          -         -          -          -

Panel Mount Type Flowmeter

TPG-S Series

Ordering Information

á Center to Center
L   ς 100mm
S   ς Special

âMaterial
T   ς Teflon
P   ς PVC

ã Connection P  ς  1/4"PT

ä Gasket
V  ς Viton
T  ς Teflon 

å Fluid
WATER
CHEMICALS
etc.

æ Flow Rate Max ˃

ç Reed Switch Alarm
AL  ς Low
AH ς High

Ὦ) TPG- S ï L ï T ï P ï V ï D.I WATER ï 1.5LPM -  AL

TPG-S

á â ã ä å æ ç
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Glass Tube Type Flowmeter

SF-10 Series

SF10 Seriesʊ ὣӨₐ ỳӔ ֥⁮ ỳӔ ᷄ḁ.

♥ ῳ⁫ּבҍ Ὼ Ἓᵥὣ▐ ṍә ᷄ḁ.

SPECIFICATIONS

Design Type : Glass Tube

Operating Temperature  : ~ 120 ᴈ 

Operating Pressure : 7Kgf/cm2 

Fluid : Gas, Liquid 

Connection  : Male, Female, Sanitary, Flange(KS, JIS, ANSI, etc.)

Wet Part Material : SS41, SUS304, SUS316, PVC, Teflon

Float : SUS, Teflon, PVC, etc.

Gasket : Teflon, NBR, Viton, EPDM, etc.

Taper Tube : Pyrex Glass

Size : 0.5s, 1s, 1.5s, 2s, 15A, 20A, 25A, 32A, 40A, 50A, 65A, 80A, 100A

Measuring Range : Size⁄ӻגѻᵒ

Όד ͖Ѩ
 

װ┬ ἒ♬ ─ ⁄ ̆♬ӈ reed switch⁄ ҍ ⁴ תּ ̓ ҿ▀ ˭ ṉ Ѥ ₅̯▫Ἅ╥
  ♪͐⁄ ҍ ⁴ ᾅ─ Ӌѱѻ. ┬װ תּ ╪ ἒ♬ תּ ⁄ ₵╙ ԅ ON ֞Ѥ OFF Ӌѱѻ.
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Glass Tube Type Flowmeter

SF-10 Series

Dimension

19

Size L L1 L2

15A 360 370 70

20A 360 370 70

25A 400 410 80

32A 420 430 80

40A 440 450 100

50A 480 500 100

65A 550 580 120

80A 620 660 130

100A 740 790 150

Flow Range

Size Liquid(m3/h) Gas(nm3/h)

15A 0.2 ~ 2 2 ~ 20

20A 0.2 ~ 2 3 ~ 30

25A 0.5 ~ 5 6 ~ 60

32A 0.7 ~ 7 10 ~ 100

40A 1.2 ~ 12 15 ~ 150

50A 2 ~ 20 20 ~ 200

65A 3 ~ 30 40 ~ 400

80A 5 ~ 50 70 ~ 700

100A 7 ~ 70 100 ~ 1000



-         -          -          -         -          -          

Glass Tube Type Flowmeter

SF-10 Series

Ordering Information

á Flow Direction

SF101
SF102
SF103
SF104

âMaterial

T   ς Teflon
P   ς PVC
S4 ς SUS304
S6 ς SUS316
X   ς Special 

ã Connection
     (Flange Size)

MA ς Male
FE ς Female Ҍ όмκнάΣ оκпάΣ мάΣ м мκнάύ
SA ς Sanitary + (1s, 1.5s, 2s)

ä Gasket

N ς NBR 
T  ς Teflon 
V  ς Viton
S  ς Special 

å Fluid

AIR
LIQUID
WATER
CHEMICALS
etc.

æ Flow Rate Max ˃

ç Reed Switch Alarm
AL  ς Low
AH ς High

Ὦ) SF101 ï S4 ï SA 1.5s ï N ï WATER ï 2m3/h -  AL

SF10ʀ

á â ã ä å æ ç
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Line Type Flowmeter

TPB Series

TPB Seriesʊ  Ө Ӎ Ӏ Ṏ ỳӔἛ♄ Ὑ  Bottom to 

Top Ἓ  Ӎ Ӏ Ṏ ỳӔ ᷄ḁ.

SPECIFICATIONS

Design Type : Line

Operating Temperature  : ~ 120 ᴈ (option; max 180 ᴈ)

Operating Pressure : 7Kgf/cm2 

Fluid : Gas, Liquid 

Connection  : 3/8"PT(NPT), 1/2άt¢όbt¢ύΣ оκпϦt¢όbt¢ύ

Wet Part Material : SUS304, SUS316

Gasket : NBR, Viton, EPDM, etc.

Length(A) : 160mm, 180mm, 200mm, etc.

Measuring Range : Air ς Min. 500 nl/min, Max. 600 nl/min, Hot Air ς Min. 0, Max. 20 l/min 

                                  Water ς Min. 1.0 l/min, Max. 25 l/min

Όד ͖Ѩ
 

װ┬ ἒ♬ ─ ⁄ ̆♬ӈ reed switch⁄ ҍ ⁴ תּ ̓ ҿ▀ ˭ ṉ Ѥ ₅̯▫Ἅ╥
  ♪͐⁄ ҍ ⁴ ᾅ─ Ӌѱѻ. ┬װ תּ ╪ ἒ♬ תּ ⁄ ₵╙ ԅ ON ֞Ѥ OFF Ӌѱѻ.
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-         -          -          -         -          -          -          -

Line Type Flowmeter

TPB Series

Ordering Information

á Flow Direction

1 ς bottom to top(ᶑIN, ᶑOUT)
2 ς bottom side to top(ᶒIN, ᶑOUT)
3 ς bottom to top side(ᶑIN, ᶒOUT)
4 ς bottom side to top side(ᶒIN, ᶒOUT)

â Length

L   ς 200mm
M ς 180mm
S   ς 160 mm
X  ς Special

ãMaterial
S4 ς SUS304
S6 ς SUS316
X   ς Special

ä Connection

1P ς 1/4"PT
2P ς 1/2"PT
3P ς 3/8"PT
4P ς 3/4"PT
1N ς 1/4"NPT
2N ς 1/2"NPT
3N ς 3/8"NPT
4N ς 3/4"NPT

åGasket

N ς NBR 
E ς EPDM
V ς Viton
S ς Special

æ Fluid AIR, N2, LIQUID, WATER, etc.

çFlow Rate Max ˃

è Reed Switch Alarm
AL  ς Low
AH ς High

Ὦ) TPB ï 1 ï L S4 ï 2P ï N ïWATER ï 20LPM -  AL

TPB

á â ã ä å æ ç
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Line Type Flowmeter

TPB-R Series

TPB-R Seriesʊ Bottom to Top Ἓ Ṏ ỳӔἛ♄ ᵁּבּד ▐

בּ ӀWet Part Teflon(PVC) Ἓ ֥ ὣ ỳӔ ᷄ḁ.

SPECIFICATIONS

Design Type : Line

Operating Temperature  : ~ 120 ᴈ 

Operating Pressure : 7Kgf/cm2 

Fluid : Gas, Liquid 

Connection  :  1/4"PT(NPT), 3/8"PT(NPT), 1/2άt¢όbt¢ύΣ оκпϦt¢όbt¢ύΣ мϦt¢όbt¢ύ

Wet Part Material : SUS304, SUS316, Teflon, PVC

Gasket : NBR, Viton, EPDM, etc.

Length(A) : 160mm, 180mm, 200mm, etc.

Measuring Range : Air ς Min. 50 nl/min, Max. 1000 nl/min

                                  Water ς Min. 1.0 l/min, Max. 40 l/min

Όד ͖Ѩ
 

װ┬ ἒ♬ ─ ⁄ ̆♬ӈ reed switch⁄ ҍ ⁴ תּ ̓ ҿ▀ ˭ ṉ Ѥ ₅̯▫Ἅ╥
  ♪͐⁄ ҍ ⁴ ᾅ─ Ӌѱѻ. ┬װ תּ ╪ ἒ♬ תּ ⁄ ₵╙ ԅ ON ֞Ѥ OFF Ӌѱѻ.
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-         -          -          -         -          -          -          

Line Type Flowmeter

TPB-R Series

Ordering Information

á Length

L   ς 200mm
M ς 180mm
S   ς 160 mm
X  ς Special

âMaterial

S4 ς SUS304
S6 ς SUS316
T   ς Teflon
P   ς PVC
X   ς Special

ã Connection

1P ς 1/4"PT
2P ς 1/2"PT
3P ς 3/8"PT
4P ς 3/4"PT
1N ς 1/4"NPT
2N ς 1/2"NPT
3N ς 3/8"NPT
4N ς 3/4"NPT

äGasket

N ς NBR 
E ς EPDM
V ς Viton
S ς Special

å Fluid AIR, N2, LIQUID, WATER, etc.

æFlow Rate Max ˃

ç Reed Switch Alarm
AL  ς Low
AH ς High

Ὦ) TPB- R ï L ï T ï 2P ï N ïH2SO4 ï 20LPM -  AL

TPB-R

á â ã ä å æ ç
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Horizontal Line Type Flowmeter

TPB-H Series

TPB-H Seriesʊ בּ Ἓ Ṏ ỳӔἛ♄ Ӥҏ בּ♄  Ө בּ Ӏ

Ṏ ỳӔ ᷄ḁ.

SPECIFICATIONS

Design Type : Line

Operating Temperature  : ~ 120 ᴈ 

Operating Pressure : 7Kgf/cm2 

Fluid : Gas, Liquid 

Connection  :  1/4"PT(NPT), 3/8"PT(NPT), 1/2άt¢όbt¢ύΣ оκпϦt¢όbt¢ύΣ мϦt¢όbt¢ύ

Wet Part Material : SUS304, SUS316

Gasket : NBR, Viton, EPDM, etc.

Length(A) : 160mm, 180mm, 200mm, etc.

Measuring Range : Air ς Min. 50 nl/min, Max. 600 nl/min

                                  Water ς Min. 1.0 l/min, Max. 25 l/min

Όד ͖Ѩ
 

װ┬ ἒ♬ ─ ⁄ ̆♬ӈ reed switch⁄ ҍ ⁴ תּ ̓ ҿ▀ ˭ ṉ Ѥ ₅̯▫Ἅ╥
  ♪͐⁄ ҍ ⁴ ᾅ─ Ӌѱѻ. ┬װ תּ ╪ ἒ♬ תּ ⁄ ₵╙ ԅ ON ֞Ѥ OFF Ӌѱѻ.
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-         -          -          -         -          -          -          

Horizontal Line Type Flowmeter

TPB-H Series

Ordering Information

á Length

L   ς 200mm
M ς 180mm
S   ς 160 mm
X  ς Special

âMaterial
S4 ς SUS304
S6 ς SUS316
X   ς Special

ã Connection

1P ς 1/4"PT
2P ς 1/2"PT
3P ς 3/8"PT
4P ς 3/4"PT
1N ς 1/4"NPT
2N ς 1/2"NPT
3N ς 3/8"NPT
4N ς 3/4"NPT

äGasket

N ς NBR 
E ς EPDM
V ς Viton
S ς Special

å Fluid AIR, N2, LIQUID, WATER, etc.

æFlow Rate Max ˃

ç Reed Switch Alarm
AL  ς Low
AH ς High

Ὦ) TPB- H ï L ï S4 ï 2P ï N ï WATER ï 20LPM -  AL

TPB-H

á â ã ä å æ ç
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Panel Mount Type Flowmeter

KMA Series

KMA Series ỳӔᶷ ҍ ỳӔἛ ᾭ ᶷPolycarbonateἛ▐ Ⱡ ῡἛ

ḓỳ◕▓ ҍᶾ әConnection Part ᶷSUSἛ ṍ әAir, Water

᷄ḁ.

Ú ?gp* U_rcpḁὖ ḻ ҍᶾ ᷄ḁ.

SPECIFICATIONS

Body bezel and Tube  : Polycarbonate

Operating Temperature  : ~ 55 ᴈ 

Operating Pressure : 6.9 bar

Fluid : Air, Water, etc.

Connection  : 1/8"PT, NPT

Wet Part Material : Stainless Steel

Float : Stainless Steel, Tung, Ceramic

O-rings : NBR

Scale : Aluminum

Knobs : ABS plastic

Accuracy : +/- 4%

Weight : 115g, 365g

Point Flag : Polycarbonate

27
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Panel Mount Type Flowmeter

KMA Series

Ordering Information

Ὦ) KMA ï A10

KMA

á

28

á Ranges

Air Water

Measuring Range Ordering No. Measuring Range Ordering No.

50~500cc/min A0.5 10 ~ 100 cc/min W10

100~1000cc/min A1.0 20 ~ 200 cc/min W20

0.25 ~   2.5 l/min A2.5 30 ~ 300 cc/min W30

0.5  ~    5    l/min A5 70 ~ 700 cc/min W70

1     ~  10    l/min A10 0.1    ~ 1     l/min W1

2.5  ~  25    l/min A25 0.15  ~  1.5 l/min W1.5

5     ~  50    l/min A50 0.2    ~  2    l/min W2

10     ~  75    l/min A75 0.25  ~  2.5 l/min W2.5

10     ~ 100   l/min A100



Panel Mount Type Flowmeter

KMB Series

KMB Series ỳӔᶷ ҍ ỳӔἛ ᾭ ᶷPolycarbonateἛ▐ Ⱡ ῡἛ

ḓỳ◕▓ ҍᶾ әConnection Part ᶷSUSἛ ṍ ә ỳ ḓ Ἓ♄

Air, Water ᷄ḁ.

Ú ?gp* U_rcpḁὖ ḻ ҍᶾ ᷄ḁ.

SPECIFICATIONS

Body bezel and Tube  : Polycarbonate

Operating Temperature  : ~ 55 ᴈ 

Operating Pressure : 6.9 bar

Fluid : Air, Water, etc.

Connection  : 1/4"PT, NPT

Wet Part Material : Stainless Steel

Float : Stainless Steel, Tung, Ceramic

O-rings : NBR

Scale : Aluminum

Knobs : ABS plastic

Accuracy : +/- 4%

Weight : 115g, 365g

Point Flag : Polycarbonate
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Panel Mount Type Flowmeter

KMB Series

Ordering Information

Ὦ) KMB ï B50

KMB

á

30

á Ranges

Air Water

Measuring Range Ordering No. Measuring Range Ordering No.

5 ~   50 l/min B50 0.3~3 l/min W3

10 ~ 100 l/min B100 1 ~ 7 l/min W7

20 ~ 200 l/min B200

30 ~ 300 l/min B300



Acryl Flowmeter

AFM-R Series

TPB-H Seriesʊ בּ Ἓ Ṏ ỳӔἛ♄ Ӥҏ בּ♄  Ө בּ Ӏ

Ṏ ỳӔ ᷄ḁ.

SPECIFICATIONS

Design Type : Acryl

Operating Temperature  : ~ 60 ᴈ 

Operating Pressure : 5Kgf/cm2 

Fluid : Liquid 

Connection  :15A(Fe), 20A(Fe), 25A(Fe), 

                       40A(male), 50A(male)

Connection Material : PVC, SUS304, SUS316

Body Material : Acryl

Gasket : Silicon, NBR, Viton, etc.

Flow Directory : Bottom to Top

Όד ͖Ѩ
 

װ┬ ἒ♬ ─ ⁄ ̆♬ӈ reed switch⁄ ҍ ⁴ תּ ̓ ҿ▀ ˭ ṉ Ѥ ₅̯▫Ἅ╥
  ♪͐⁄ ҍ ⁴ ᾅ─ Ӌѱѻ. ┬װ תּ ╪ ἒ♬ תּ ⁄ ₵╙ ԅ ON ֞Ѥ OFF Ӌѱѻ.
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Parts Material

á Adapter PVC, SUS304

â Adapter O-Ring Silicon, NBR

ãGuard Support SUS304

ä Float SUS304, Teflon

åGuard SUS304

æMeter Body Acryl



Acryl Flowmeter

AFM-R Series

Dimension

32

Size Flow Range(l/min) W(mm) L1(mm)

1/2"(Fe) 0.4~4, 1~8, 2~20 32 210

3/4"(Fe) 4~35,10~70 45 280

1"(Fe) 15~120 45 280

-         -          

Ordering Information

á Size ѹάΣ ҁάΣ мέΣм ѹάΣ  нέ

â Flow Range Max ˃

Ὦ) AFM- R ï 4§ ï 70LPM

AFM-R

á â



Acryl Flowmeter

AFM Series

SPECIFICATIONS

Design Type : Acryl

Operating Temperature  : ~ 60 ᴈ 

Operating Pressure : 5Kgf/cm2 

Fluid : Liquid 

Connection  : 15A(m), 20A(m), 25A(m)

Flow Directory : Bottom  Side to Top Side

33

Size
Flow Range

(l/min)
L N C M H

1/2"(m)
0.4~4, 1~8, 
2~20

206 165 100 37 50

3/4"(m) 4~40

1"(m) 4~40, 8~80

Ordering Information

á Size 15A, 20A, 25A, 40A, 50A

â Flow Range Max ˃

Ὦ) AFM ï 4§ ï 80LPM

AFM

á â



Local Indicator Turbine Flowmeter

TR Series

TR ỳӔᶷLCD DisplayₐₒӦ֥Ӕₐₒ Ṏ ᾞ ὣᶷ ὔᶷ

ꜚ ♄Turbine ỳ ℮ἕ Ӏ ᷄ḁ. ּבὗ

Ҕ ֥ Ἓ″ Ӕὗṅ ỳ בּ Ӏ Ṏ

DIGITAL ỳӔ ᷄ḁ.

Turbine body + Indicator

SPECIFICATIONS

Design Type : Turbine
Operating Temperature  : -35ᴈ ~ 80ᴈ (OPTION :180ᴈ)
Operating Pressure : 20Kgf/cm2  ( OPTION : 50Kgf/cm2) 
Fluid :  D.I. Water, Solvent, Chemicals
Connection Type :  Female, Male, Flange, Sanitary Clamp 
Accuracy : +/- 0.5% 
Repeatability : +/- 0.5% 
Wet Part Material : SUS304,SUS316 
Bearing : Zr02,PEEK 
Rotor : CD4MCu Stainless Steel
Shaft : Tungsten Carbide
Display : Flow Rate & Total, Reset Total & Total
Battery Powered : 3V ( AAA= 2EA )
AC/DC Transformer : DC12V ~ 24V LCD Display with Backlight 
(Option)  Output : 0 ~ 5V DC, 4 ~ 20mA DC Pulse

34



Local Indicator Turbine Flowmeter

TR Series

FLOW RANGE

SIZE FLOW

мκпέόс!ύ 1 ~ 5LPM, 1.5 ~ 10LPM 

оκуέόмл!ύ Υ2 ~ 20LPM 

мκнέόмр!ύ3 ~ 30LPM, 5 ~ 50LPM

оκпέόнл!ύ5 ~ 50LPM, 8 ~ 80LPM

мέόнр!ύ15 ~ 150LPM 

м мκнέόпл!ύ2 ~ 20m3/Hr 

нέόрл!ύ 4 ~ 40m3/Hr

н мκнέόср!ύ8 ~ 80m3/Hr 

оέόул!ύ10 ~ 100m3/Hr 

пέόмлл!ύ15 ~ 150m3/Hr 

сέόмрл!ύ40 ~ 400m3/Hr

LENGTH

SIZE SCREW FLANGE

мκпέόс!ύ60mm

оκуέόмл!ύ75mm

мκнέόмр!ύ75mm 150mm

оκпέόнл!ύ90mm 150mm

мέόнр!ύ105,120mm 180mm

м мκнέόпл!ύ140mm 200mm

нέόрл!ύ160mm 200mm

н мκнέόср!ύ160mm 200mm

оέόул!ύ180mm 200mm

пέόмлл!ύ200mm 240mm

сέόмрл!ύ200mm 240mm
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-         -          -          -         -          -          -          

Ordering Information

á Connection
F   ς Flange (ex. JIS, ANSI, ȷȷA)
N  ς Screw (ex. ȷȷA)(standard)
S   ς Sanitary Clamp (ex. ȷȷS)

âMaterial

04 ς SUS304
05 ς SUS316
08 ς Aluminum
09 ς PVC

ã Option

P  ς Pulse Only (standard)
M ς 0 ~ 5V DC only
X  ς 4~20mA DC only 
R  - Rate & Total (Battery)
Q ς Rate & Total (Power Supply)
W ς Rate & Total & 4~ 20mA (Power Supply)
U  - Rate & Total & 0~5V (Power Supply)
H ς Rate & Total Plus (Power Supply)

äMount

A, B, C ς Field (A-Type, B-Type, C-Type)
P ς Panel
W ς Wall
T - Pipe

å Max Temperature
D - 80°C
E - 180°C

TR

á â ã ä å æ ç

Ὦ) TR -  F(JIS 10K 40A RF) ï 04 ï H ï A -  D



Local Indicator Turbine Flowmeter

TR Series

36

Accessories

Model
Sensor
Power

Temperature
Range

Cable
Length

Thread
 Size

Battery PWR 
Display

PS None -40~80ᴈ
0.2m

(2 wire)
M14
P1.0

Yes

PS-H None
-40~180ᴈ

(High Temp)
0.2m

(2 wire)
M14
P1.0

Yes

PL None -40~80ᴈ
3m

(2 wire)
M14
P1.0

Yes

PL-H None
-40~180ᴈ

(High Temp)
3m

(2 wire)
M14
P1.0

Yes

PT-D 12~24V DC
-40~180ᴈ

(High Temp)
3wire

M14
P1.0

No

ɂPT-D : Waterproof enclosure

¹ Magnetic Pickups

¹ Bracket

     - Wall mount, Pipe mount

     - Material : SUS304 1.2T

¹ Battery

     - Long Life Lithium Battery (AAA)



Turbine Flowmeter

TR-P Series

TR-P Series ỳӔᶷ ₐₒӦ֥Ӕₐₒ Ṏ ᾞ ὣᶷ ὔᶷ

ꜚ ♄Turbine ỳ ℮ἕ Ӏ ᷄ḁ. ὗבּ Ҕ

֥ (pulse)Ἓ″ ᶷ ỳӔ ᷄ḁ.

SPECIFICATIONS

Design Type : Turbine
Operating Temperature  : -35ᴈ ~ 80ᴈ (OPTION :180ᴈ)
Operating Pressure : 20Kgf/cm2  ( OPTION : 50Kgf/cm2) 
Fluid :  D.I. Water, Solvent, Chemicals
Connection Type :  Female, Male, Flange, Sanitary Clamp 
Accuracy : +/- 0.5% 
Repeatability : +/- 0.5% 
Wet Part Material : SUS304,SUS316 
Bearing : Zr02,PEEK 
Rotor : CD4MCu Stainless Steel
Shaft : Tungsten Carbide

 Electronics Option
  - AC/DC Transformer : DC12V ~ 24V
   - Output : 0~5V DC
                      Pulse(2wire), (3wire)
                      4 ~ 20mA DC
                      Display with Pulse
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Turbine Flowmeter

TR-P Series

FLOW RANGE

SIZE FLOW

мκпέόс!ύ 1 ~ 5LPM, 1.5 ~ 10LPM 

оκуέόмл!ύ Υ2 ~ 20LPM 

мκнέόмр!ύ3 ~ 30LPM, 5 ~ 50LPM

оκпέόнл!ύ5 ~ 50LPM, 8 ~ 80LPM

мέόнр!ύ15 ~ 150LPM 

м мκнέόпл!ύ2 ~ 20m3/Hr 

нέόрл!ύ 4 ~ 40m3/Hr

н мκнέόср!ύ8 ~ 80m3/Hr 

оέόул!ύ10 ~ 100m3/Hr 

пέόмлл!ύ15 ~ 150m3/Hr 

сέόмрл!ύ40 ~ 400m3/Hr

LENGTH

SIZE SCREW FLANGE

мκпέόс!ύ60mm

оκуέόмл!ύ75mm

мκнέόмр!ύ75mm 150mm

оκпέόнл!ύ90mm 150mm

мέόнр!ύ105,120mm 180mm

м мκнέόпл!ύ140mm 200mm

нέόрл!ύ160mm 200mm

н мκнέόср!ύ160mm 200mm

оέόул!ύ180mm 200mm

пέόмлл!ύ200mm 240mm

сέόмрл!ύ200mm 240mm
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Ordering Information

á Connection
F   ς Flange (ex. JIS, ANSI, ȷȷA)
N  ς Screw (ex. ȷȷA)(standard)
S   ς Sanitary Clamp (ex. ȷȷS)

âMaterial

04 ς SUS304
05 ς SUS316
08 ς Aluminum
09 ς PVC

ã Option

P  ς Pulse Only (standard)
M ς 0 ~ 5V DC only
X  ς 4~20mA DC only 
R  - Rate & Total (Battery)
Q ς Rate & Total (Power Supply)
W ς Rate & Total & 4~ 20mA (Power Supply)
U  - Rate & Total & 0~5V (Power Supply)
H ς Rate & Total Plus (Power Supply)

äMount

A, B, C ς Field (A-Type, B-Type, C-Type)
P ς Panel
W ς Wall
T - Pipe

å Max Temperature
D - 80°C
E - 180°C

TR-P

á â ã ä å æ ç

Ὦ) TR -  P -  F(JIS 10K 40A RF) ï 04 ï H ï A -  D



Turbine Flowmeter

TR-P Series
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Accessories

Model
Sensor
Power

Temperature
Range

Cable
Length

Thread
 Size

Battery PWR 
Display

PS None -40~80ᴈ
0.2m

(2 wire)
M14
P1.0

Yes

PS-H None
-40~180ᴈ

(High Temp)
0.2m

(2 wire)
M14
P1.0

Yes

PL None -40~80ᴈ
3m

(2 wire)
M14
P1.0

Yes

PL-H None
-40~180ᴈ

(High Temp)
3m

(2 wire)
M14
P1.0

Yes

PT-D 12~24V DC
-40~180ᴈ

(High Temp)
3wire

M14
P1.0

No

ɂPT-D : Waterproof enclosure

¹ Magnetic Pickups

¹ Bracket

     - Wall mount, Pipe mount

     - Material : SUS304 1.2T

¹ Battery

     - Long Life Lithium Battery (AAA)



LCD Display

SEN300 Series

SEN300 LCD Displayʊ ỳӔ ἛҟῼṎ Ἓ♄ꜙ ℮ Ὂὗ ꜙ

ҟῼṍ ᷄ḁ. Ắ Battery TypeӦ ₐ 12V ~ 24V DCҍ ᷄ḁ.

SPECIFICATIONS

¹ Display
 - Total : 6 digits bottom
 - Total1 : 5 digits upper reset total
 - Rate : 5 digits upper (OPTION)
 - Capacity Bar : 10bars display
 - Capacity Digits :  0~ 199%

¹ Indicator Flow Select of Kind
 - Gal, m3, Liter, mLiter, Gal/min, m3/hr, l/min, ml/min

¹ Signal Input
  - Center Alternate To : Hall Sensor, Reed Switch
  - GND To Swing : Coil Sensor
  - Voltage Indicate : 0 ~ 5 DC
  - Current Indicate : 4 ~ 20 mA

¹ SEN300 Features
  - Battery : 2AAA Long Life Lithium Battery(Model: SENS300)
  - AC/DC Transformer (DC 12V ~ 24V)(Model:SENS350)
  - Backlight(Model: SEN350 only)
  - Tamper Proof
  - Total Reset Function can be disabled.
  - Custom Calibration units available.(Contact the factory)
  -  Weather Resistant ABS Enclosure
  - 2 Model Variations (Reset Total & Total, Flow Rate & Total)
  - Very Compact Design for Panel Mount, Wall Mount or Field Mount Applications

40

ɂ לᶷ▫Ữ (OEM)ᴛⱠ▬ʺѫ



¹Turbine Body + Indicator

LCD Display

SEN300 Series

41

Indicator ↑ҲṇἏ ḟḶ

¹Pulse Output + Indicator

Dimension



Digital Purge Flowmeter

DGF Series

DGF Seriesʊ Glass Tube Type ỳӔ Digital Display Output(4~20mA, 

RS485) ᾨ Ḅ ỳӔ ᷄ḁ. Ắ ә ♄ḻ▐ ҍᶾ ḻἜ ᾠ

ҙ ὣἛ ᷄ḁ.

SPECIFICATIONS

Output : 4~20mA, RS485

Power : 12 ~ 24V DC

Operating Temperature  : ~ 120 ᴈ 

Operating Pressure : 7Kgf/Cm2 

Fluid : Liquid, Gas

Connection  : 3/8"PT(NPT), 1/2"PT(NPT)

Wet Part Material : SUS304,SUS316

Gasket : NBR, EPDM, Viton, etc.

Center to Center(A) : 160mm, 200mm, etc.

Measuring Range : Air ς Min 50 nl/min, Max 1000nl/min

                                    Water ς Min 1.0 l/min, Max 20 l/min
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Digital Purge Flowmeter

DGF Series

Ordering Information

DGF

á â ã ä å æ

á Center to Center L   ς 200mm

âMaterial
S4 ς SUS304
S6 ς SUS316

ã Connection

3P ς 3/8"PT
2P ς 1/2"PT
3N ς 3/8"NPT
2N ς 1/2"NPT

äGasket

N ς NBR
E ς  EPDM
V ς Viton
S ς Special

å Fluid AIR, N2, CO2, Ar, O2, WATER, etc.

æ Flow Rate Max ˃

Ὦ) DGF ï L ï S4 ï 2P ï N WATER ï 20LPM
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Flowmeter with built-in check valve

HP Series

HP Series ỳӔᶷCheck ValveҍOutlet ᵒ ṍ ▐ בּ⁫

Ὂὗ  ḻἜ♥Ӕṍ ᷄ḁ.

SPECIFICATIONS

Operating Temperature  : ~ 120 ᴈ 

Operating Pressure : 8Kgf/Cm2 

Fluid : Liquid

Connection  : 1/4"NPT

Wet Part Material : SUS304,SUS316

Gasket : NBR, EPDM, Viton

Center to Center(M) : 98mm, 136mm

Measuring Range : Water ς Min 200 cc/min, Max 2.5 l/min
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Flowmeter with built-in check valve

HP Series

Ordering Information

HP -         -          -          -         -          -          -

á â ã ä å æ ç

á Sub Model
S   ς 1 1/2" Scale
M ς 3" Scale

â Scale Unit Code

01 ς cc/min
02 ς l/min
03 ς l/hr
04 ς gal/min
05 ς gal/hr

ã Fluid L ς Liquid 

ä Flow Range

1A ς 0.01 ~ 0.1 l/min
2A ς 0.02 ~ 0.2 l/min
3A ς 0.03 ~ 0.3 l/min
1B ς 0.05 ~ 0.5 l/min
2B ς 0.1 ~ 1.0 l/min
3C ς 0.15 ~ 1.5 l/min
4C ς 0.2 ~ 2.0 l/min
5C ς 0.25 ~ 2.5 l/min
00 ς Special Flow Range

å Valve
O ς Without Value
V ς With Value

æ Connection
L ς 1/4"NPT
P ς 1/4"PT

ç Regulator
O ς Without Regulator
R  ς With Regulator

Ὦ) HP ï M ï 01 ï L ï 3A ï V ï N -  O
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Flange Type Orifice Flowmeter

OGF Series

OGF ỳӔᶷ ꜚ ὣ Ḅ ҵὣᶷ ῼ◕ Ӕ֥ₐἛ

ỳ בּ ᷄ḁ.

SPECIFICATIONS

Fluid : Gas, Liquid

♥ἳṥ : Flange(KS,JIS,ANSI)

͈˳ : 10A~500A

SS41, SUS304, SUS316 : וֹ◐

Accessory : V(Cock Valve), A(Alarm), 

                     C(By Pass Valve)

Length : 10A(3/8") ~ 50A(2") Ą 520mm

                65A(2 1/2") ~ 500A(20") Ą 540mm

46

- 4ˌ╥Ṗ ᵑ ᾎṨᵑתּװ┬‡ ♣ ᶔ‡Ԏ

  ᵒḢ ╖ᴛҵỢ↔ ὡ▓ᾋѱѻ.

- Ṫ ἵʺʼѾ ѱѻ.

- ꜗ ╘̑ʼἒ ʺ↔╪ ѱѻ.

FLOW RANGE

SIZE Water(m3/Hr) Air(Nm3/Hr)

15A 0.2 ~1 2 ~10

20A 0.4 ~ 2.5 5 ~ 25

25A 0.8 ~ 4.2 8 ~ 40

32A 1.2 ~ 6.4 12 ~ 60

40A 1.8 ~ 9.4 18 ~ 90

50A 3.5 ~18.5 35 ~175

65A 6 ~ 32 60 ~ 300

80A 8 ~ 42 80 ~ 400

100A 16 ~ 80 160 ~ 800

125A 25 ~ 125 250 ~ 1250

150A 35 ~ 180 350 ~ 1750

200A 60 ~ 320 600 ~ 2800

250A 90 ~ 480 900 ~ 5000



Screw Type Orifice Flowmeter

OGS Series

OGS ỳӔᶷ ꜚ ὣ Ḅ ҵὣᶷ ῼ◕ Ӕ֥ₐἛ

ỳ בּ ᷄ḁ.

SPECIFICATIONS

Fluid : Gas, Liquid

♥ἳṥ :fPT, NPT, Sanitary

͈˳ : 10A~500A

SS41, SUS304, SUS316 : וֹ◐

Accessory : V(Cock Valve), A(Alarm), 

                     C(By Pass Valve)

Length : 10A(3/8") ~ 32A(1 1/4") Ą 70mm

                40A(1 1/2") ~ 50A(2") Ą 85mm

                65A(2 1/2") ~ 80A(3") Ą 100mm

                100A(4") ~ 125A(5") Ą 120mm
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- 4ˌ╥Ṗ ᵑ ᾎṨᵑתּװ┬‡ ♣ ᶔ‡Ԏ

  ᵒḢ ╖ᴛҵỢ↔ ὡ▓ᾋѱѻ.

- Ṫ ἵʺʼѾ ѱѻ.

- ꜗ ╘̑ʼἒ ʺ↔╪ ѱѻ.

FLOW RANGE

SIZE Water(m3/Hr) Air(Nm3/Hr)

15A 0.2 ~1 2 ~10

20A 0.4 ~ 2.5 5 ~ 25

25A 0.8 ~ 4.2 8 ~ 40

32A 1.2 ~ 6.4 12 ~ 60

40A 1.8 ~ 9.4 18 ~ 90

50A 3.5 ~18.5 35 ~175

65A 6 ~ 32 60 ~ 300

80A 8 ~ 42 80 ~ 400

100A 16 ~ 80 160 ~ 800

125A 25 ~ 125 250 ~ 1250

150A 35 ~ 180 350 ~ 1750

200A 60 ~ 320 600 ~ 2800

250A 90 ~ 480 900 ~ 5000



D/P Trans Type Orifice Flowmeter

ODE Series

ODE ỳӔᶷ ꜚ ὣ Ḅ ҵὣᶷ ῼ◕ ″ ֥Ἓ

ỳ ṅ ֥ Ἓ″ ₐӔ֥Ἓ Ḇ ᷄ḁ.

SPECIFICATIONS

Fluid : Gas, Liquid

♥ἳṥ : Flange(KS,JIS,ANSI)

͈˳ : 10A~500A

SS41, SUS304, SUS316 : וֹ◐

3 WayValve 

Output : 4~20mA DC

Length : мл!όоκуέύ Ϥ рл!όнέύ Ą 520mm

                ср!όн ѹέύ Ϥ рлл!όнлϦύ Ą 540mm
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- 4ˌ╥Ṗ ᵑ ᾎṨᵑתּװ┬‡ ♣ ᶔ‡Ԏ

  ᵒḢ ╖ᴛҵỢ↔ ὡ▓ᾋѱѻ.

FLOW RANGE

SIZE Water(m3/Hr) Air(Nm3/Hr)

10A(3/8Ř)0.08 ~0.42 0.8 ~ 4

15A(1/2Ř)0.18 ~0.96 2 ~ 9.2

20A(3/4Ř)0.45 ~ 2.4 5 ~ 23

25A(1Ř) 0.8 ~ 4.2 8 ~ 40

32A(1 1/4Ř)1.2 ~ 6.4 12 ~ 60

40A(1 1/2Ř)1.8 ~ 9.4 18 ~ 90

50A(2Ř)3.5 ~ 18.5 35 ~ 175

65A(2 1/2Ř)6 ~ 32 60 ~ 300

80A(3Ř) 8 ~ 42 80 ~ 400

100A(4Ř)16 ~ 80 160 ~ 800

125A(5Ř)25 ~ 125 250 ~ 1250

150A(6Ř)35 ~ 180 350 ~ 1700

200A(8Ř)60 ~ 320 600 ~2800

250A(10Ř)90 ~ 480 900 ~ 5000

300A(12Ř)160 ~ 820 1600 ~ 7800ɇ Nqcdqhmf

 ODE ŕ CONN ŕ MATERIAL ŕ FLUID ŕ FLOW RATE



Sight Glass & Flow Switch

GT Series

GT Series Sight Glassʊ Check Valve Glass TubeἛ ҹ Ἓ♄

ỳ ♄ḻῺ ᾞReed Switch ᶠ Ἓ בּ ᶷFlow 

SwitchἛ▐ ҍᶾ ỳҔ Ӕ ᷄ḁ.

SPECIFICATIONS

Operating Temperature  : ~ 120 ᴈ 

Operating Pressure : 7Kgf/cm2 

Fluid : Gas, Liquid

Connection  : 1/4", 3/8"

Wet Part Material : SUS304, Al, Teflon

Gasket : NBR, NPDM, Viton, etc.

Ball : Teflon

Length : 100mm, 75mm

Switch : Reed Switch(1Point)

Flow Direction : Bottom to Top
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Sight Glass & Flow Switch

GT Series

Ordering Information

GT

á â ã ä å

áMaterial
S4 ς SUS304
S6 ς SUS316
AL ς Aluminum

â Connection
P ς 3/8"PT
T ς 1/2"PT
B ς 3/4"PT

ã Gasket

N ς NBR
E ς EPDM
V ς Viton
S  ς Special

ä Fluid
WATER
LIQUID

å Reed Switch Alarm
AL ς Low
AH ς High

Ὦ) ET ï S4 ï P ï N ï WATER -  AL
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Sight Glass

GFA-F Series

Flapper ὣᾠ ҍҍᶾ   Ἓṅ

ὙӦ ỳ בּ ᶷ ỳҔ Ӕ ᷄ḁ.

SPECIFICATIONS

Operating Temperature  : ~ 120 ᴈ 

Operating Pressure : 7Kgf/cm2 

Fluid : Gas, Liquid

Wet Part Material : SUS304,SS41

Gasket : NBR, EPDM, Viton, etc.
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Sight Glass

GFA-F Series

Dimension

52

Size L L1

15A 150 220

20A 160 220

25A 180 220

32A 200 220

40A 220 220

50A 220 220

65A 260

80A 300

100A 330

Flow Range

Size Liquid(m3/h) Gas(nm3/h)

15A 0.5~2 2~20

20A 0.5~2 3~30

25A 1~5 6~60

32A 1.5~7 10~100

40A 2.5~12 15~150

50A 4~20 20~200

65A 6~30 40~400

80A 10~50 70~700

100A 15~80 100~1000



Sight Glass

GFB-F, GFB-T Series

 Ὑ ẁỚԂ ὣᾠ ᶷ  Ἓ

Ὑ בּ ᶷ ỳҔ Ӕ ᷄ḁ.

SPECIFICATIONS

Operating Temperature  : ~ 150 ᴈ 
Operating Pressure : 12Kgf/cm2 
Fluid : Gas, Liquid
Wet Part Material : SUS304,SUS316, SS41
Gasket : NBR, EPDM, Viton, etc.
Ball : Teflon, Ceramic, etc.
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Dimension

Size L L1

15A 110 160

20A 110 160

25A 180 180

32A 200 180

40A 220 200

50A 220 220

65A 270

80A 270

100A 320



Flowmeter for Pressure Regulator 

& Flowmeter for Cylinder

RP Series

RP Series ʊ Pressure Regulator Ӎ ♄Ҕ Ṏ ỳ

בּ Ӏ Ὺ ỳӔ ᷄ḁ. Ắ Gas Cylinder Ӎ ♄Gas ▐ ỳ

בּ ᶷ Ὺ ỳӔ ᷄ḁ.

SPECIFICATIONS

Operating Temperature  : ~40 ᴈ 

Operating Pressure : 3Kgf/cm2 

Fluid : Gas

Connection  : 3/8", 1/2", 3/4"PT(NPT), Female

Wet Part Material : SUS304,SUS316, Brass

Gasket : NBR, Viton, etc.

Taper Tube : Pyrex Glass

Cover : PC
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Flowmeter for Pressure Regulator 

& Flowmeter for Cylinder

RP Series

55

-         -          -                   

Ordering Information

RP

á â ã

áMaterial

S4 ς SUS304

S6 ς SUS316

AL ς Aluminum

â Fluid GAS ᶘ

ã Flow Rate Max ˃

Ὦ) RP ï S4 ï O2 ï 10LPM



Sample Cooler

STC-200 Series

STC Series Sampler Coolerʊ ⁫ ỴῇẮᶷ ֥◑ ᵚҎ ᶷḫ▐ ṑ᷄ḁ. 

⁮ ἰҍ ὔᶷ ὣ ӦῺḓ  ἛᵚҎּבҍ ὔᶷ

ὔᶷ ὣ ᾭ ἛԂⱠṑ᷄ḁ. Coolerᶷ⁫ Ỵῇ, ,֥ ּבῳ

בּ Ӧ ▐כ בּ ᷄ḁ.

SPECIFICATIONS

Sq. Surface : 360 cm2

Pressure Rating 

   - Shell : 53 Kg/cm2 (750psig), Tube : 350 Kg/cm2 (5000psig)

Material 

   - {ƘŜƭƭ Υ {¦{олпΣ ¢ǳōŜ Υ мκпά h5 Ȅ лΦлсрϦ ǿŀƭƭ !{¢a !-213 SUS316

Weight : 8.5 Kg

Connection Size 

  - Cooling water in/out ς 3/4"Npt or 1/2"Npt

  -  Sample in/out : 1/4" tube
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Sample Cooler

STC-300 Series

STC Series Sampler Coolerʊ ⁫ ỴῇẮᶷ ֥◑ ᵚҎ ᶷḫ▐ ṑ᷄ḁ. 

⁮ ἰҍ ὔᶷ ὣ ӦῺḓ  ἛᵚҎּבҍ ὔᶷ

ὔᶷ ὣ ᾭ ἛԂⱠṑ᷄ḁ. Coolerᶷ⁫ Ỵῇ, ,֥ ּבῳ

בּ Ӧ ▐כ בּ ᷄ḁ.

SPECIFICATIONS

Sq. Surface : 990 cm2

Pressure Rating 

   - Shell : 53 Kg/cm2 (750psig), Tube : 350 Kg/cm2 (5000psig)

Material 

   - Shell : SUS304, Tube : 3/8"  OD x 0.065" wall ASTM A-213 SUS316

Weight : 10.7 Kg

Connection Size 

  - Cooling water in/out ς 3/4"Npt or 1/2"Npt

  -  Sample in/out : 3/8" tube
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Resin Column

STC-50, STC-100, STC-110

STC ὣ Resin Column Ҕ Ἓ♥Ӕ , ḓ Ⱡ ᶋ

◑ Ὢ ⁫ ᷄ḁ. ὣ ᵒ Resin ◕ ұᵁὣ ▐ בּ

᷄ḁ.

SPECIFICATIONS

STC-50 STC-100 STC-110

In out 1/4"NPT 1/4"NPT 1/4"NPT

Drain - 1/4"NPT -

Diameter 50mm 50mm 50mm

Length 465mm 720mm 720mm

Volume 500cc 790cc 790cc

Body Material PCV Pipe(SCH40) PCV Pipe(SCH40) PCV Pipe(SCH40)

In out Connection 1/4"NPT 1/4"NPT 1/4"NPT

Packing NBR NBR NBR

Filter SUS316 SUS316 SUS316

Bracket Polycarbonate Polycarbonate Polycarbonate
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Ú Size ῄבּ

720



Resin Column

STC-50, STC-100, STC-110

SPECIFICATIONS

STC-50 STC-100 STC-110

In out 1/4"NPT 1/4"NPT 1/4"NPT

Drain - 1/4"NPT -

Diameter 50mm 50mm 50mm

Length 465mm 720mm 720mm

Volume 500cc 790cc 790cc

Body Material PCV Pipe(SCH40) PCV Pipe(SCH40) PCV Pipe(SCH40)

In out Connection 1/4"NPT 1/4"NPT 1/4"NPT

Packing NBR NBR NBR

Filter SUS316 SUS316 SUS316

Bracket Polycarbonate Polycarbonate Polycarbonate
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Ú Size ῄבּ

720



Taper Tube & Glass Tube

TA Series

TA Series Taper Tubeʊ ᾠ ỳӔ ₐ Ἓ Pyrex GlassἛⱠ

ᾞAir֥ 20cc/min ₐ ὙӨ ỳӔֱ ᷄ḁ.

Ắ Ỵ Ὂ  Glass Tubeὗ⁫ ә ᷄ḁ.

Ú ῄ ᶷTaper Tube Ὂ

  - Float ẗὧ  ▬Ҏ ὙӨ Taper Tube

  - ֛ῦⱢ ỳ Taper Tube

  - ῄ ҍ Ԃ ᶷ֥ Ἓ ỳί

  - ꜜṎᾧṭּדҏ ὣӔּבὣҍᶾ

Ú ῄ ẁὖ Ḅ ὫҍӤ

Pyrex Glass Tube  Dimension

40mm  ×  5T ×  1500mm

45mm  ×  5T ×  1500mm

50mm  ×  5T ×  1500mm

55mm  ×  5T ×  1500mm

60mm  ×  5T ×  1500mm

65mm  ×  5T ×  1500mm

70mm  ×  5T ×  1500mm

75mm  ×  5T ×  1500mm

80mm  ×  5T ×  1500mm

85mm  ×  5T ×  1500mm

90mm  ×  5T ×  1500mm

95mm  ×  5T ×  1500mm

100mm  ×  5T ×  1500mm
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Air Purging Level Measurement Type

CF Series

CF Purge Setʊ Regulator, Pressure Gauge ỳ″ ỳӔ

ᵱ ᾧḮἛ♄Өᵒ Ἅ ″ ḻ ◄ ỳҖ

ῡἛә Ὺ ҍҍᶾ ᾞ ᵱ Ἓ ֡ ὣ ᷄ḁ.
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SPECIFICATIONS

Supply Air : 3 ~ 9.9Kgf/cm2 

Secondary Press : 0 ~ 1.5Kgf/cm2

Process Connection : 1/4"

͙ GSF╘װ┬ר ▬ᴛⱠ╖ר

                                 Max. 50nl/min



Metering Cylinder & Calibration Cylinder

MCC Series

MTR Series ʊ ỳPump, Chemical Pump ♄ ₐ Ἓᶠ֠

ὣӨ ḋ ỳ ꞈ ֥ ₐ ὗ ᶷᾧḮ ᷄ḁ.

SPECIFICATIONS

Operating Temperature  : ~ 120 ᴈ 

Operating Pressure : 7Kgf/cm2 

Fluid : Liquid

Connection  :Flange, Screw, Sanitary, etc. (ɒӧἒ́⁄ҍ╞ʺѫ)

Wet Part Material : SUS304,SUS316, PVC, Teflon, PP

Gasket : NBR, EPDM, Viton, Teflon, etc.

Tube : Pyrex Glass, Acryl

Length : ɒ ӧἒ́⁄ҍ╞ʺѫ

Capacity : 100cc, 200cc, 300cc, 500cc, 1L, 2L, 5L, 10L, 20L, etc.

ъ͑╩ὂḟᾌ : ┬ᵙṪᵦᴛֹו♪╬ὅ Ѥ♣Ợ╬ὅ
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-         -          -          -         -          -          

Metering Cylinder & Calibration Cylinder

MCC Series

Ordering Information

MCC

á â ã ä å æ

á Capacity
100cc, 200cc, 300cc, 500cc

1L, 2L, 5L, 10L, 20L, etc.

âWet Part Material

S4 ς SUS304

S6 ς SUS316

T   ς Teflon

P   ς PVC

ã Tube Length Length (mm)

ä Connection

F ς Flange

T ς Screw

S  ς Special

åGasket

N ς NBR

E  ς EPDM

V  ς Viton

S  ς Special

æ Fluid
CHEMICAL

LIQUID

Ὦ) MCC ï 1.0L ï S4 ï 500mm ï 1/2"PT ï V H2SO4
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Electromagnetic Flowmeter

MR Series

MR Series ỳӔᶷ Ỵḫ ḻ “ Ἓ ⱠṎ

ꜚ Ḅ ὔᶷḻ Ⱡ Ἓ ֥Ṏ ҷ ỳ ᷄ḁ.

Ắ ҙ ῇ ᵁ ỴὣἛ ₔҍ◄ ҍ ᾞ ḻᶋ

ỳ ҍᶾ ᷄ḁ. Wet Partᶷḁ ᾧṭ ӨӦ ▐ ҍᶾ ᾞ

  Ἓ ὗ בּ ә ỳӦә ỳ ᾧṔ Ӧ ᾞӤ

″ Ώ ᶷḁᶷ ♄ὺ ỳӔ ᷄ḁ.
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· ҍ Ἓ ḻṎ Ӧ ᶷ Ἓ ῇ Ἓ ῼ◕ ᶷ֥Ӕ ә Ӧ

   Ὣᾧҍ Өὣₔ

·   ỳ ҍᶾ

·Wet Part ὗ Teflon PFA, Teflon PTFE lining ⱠӦᵒὫᾧⱠ ⁫

·ḁ Sensor(electrodes) ♠ ҍᶾ

· Ṏ ỳ ‛ ( ỳ, ә ỳ ♄ Ⱡ )

·֥Ӕ ӦḆὣ ֥ẋῄ ḓԂӒḻ ҍᶾ

·ꜙ Ӧ ṅ ῼ◕ ә Ὺḻ

·Ԃṅₐҍ ֥ẋῄ Ἅꜜ ә Ớ ᷿Ӧ ֛ ♠ ᾠ Ỵ ᵁ

   ₐ Ⱡ

· ḻῪḻ ḻ ӀΏ .

·ᵧ ‛ (20m/s) ᶋ Ὺḻ(0.5%)

· Өₐҍ◄ḓ Ἓ ♄♥ ҍ

Features



Electromagnetic Flowmeter

MR Series

Specification

65

Size 15A(1/2") ~ 2000A(80")

Process Connection
Flange type(Standard : JIS 10K RF), 
Option-ANSI150#300#,DIN PN16/40

Flow Velocity 0.01m/S ~15m/S

Measuring Range 0.028 ~ 169646m3/H

Fluid Temperature -25 °C ~ +150 °C (Rubber 70 °C)

Min. Conductivity р˃{κ/Ƴόнл˃{κ/Ƴ ŦƻǊ ǿŀǘŜǊ Ŧƭƻǿ ƳŜŀǎǳǊŜƳŜƴǘύ 

Ambient Temperature -10 °C ~ 60 °C

Language ENGLISH

Output
Digital : RS 485
Analog: 4 ~20mA DC, pulse

Power Supply AC220V, option : DC24V, DC3.6V(battery)

Display
LCD display , Back light
Flow rate : 5digit display
Total : 9digit display

Enclosure IP65, IP67, IP68

Electrodes
SUS316,Hastelloy-B,-C,Titanium,Tantalum
,Platinum, Hasteloy-c

Lining TEFLON(pfa, ptfe),(option : Hard robber)

Color of Painting Blue

ở╢ד

·Ớ ᷿ ꜜ◄ṍ Ӏҍ ♥

·֥ ᵁ֥ὙҜ ḻⱠ ᶷ ᶷ Ṑ

·PVC Ҝ ℮ ḻⱠ Ө ᶷ ֛ ᵁ Ὢ ▐ ὔᶷ Ṵ ὗὭṯ

· ḻⱠ Ө Ớḻ ỳӔ ὗ ӍṎ ӨӦ ᾠ Ἓ



Electromagnetic Flowmeter

MR Series

Flow Range & Dimension

66

Size
Flow range(m3/h) Dimension(mm) Weight

0.2(m/s) 20(m/s) Length
H

(╪ )
H

(ṧᵖ )
kg

10A 3/8"B 0.56 5.65 200 265 190 4

15A 1/2"B 0.127 12.7 200 265 190 5

20A 3/4"B 0.226 22.6 200 275 200 6

25A 1"B 0.353 35.4 200 285 210 7

32A 1-1/4"B 0.579 57.9 200 310 220 8

40A 1-1/2"B 0.904 90.4 200 320 230 9

50A 2"B 1.41 141.3 200 335 245 10

65A 2-1/2"B 2.38 238.9 200 355 265 12

80A 3"B 3.61 361.9 200 370 280 14

100A 4"B 5.65 565.4 250 390 300 15

125A 5"B 8.83 883.5 250 420 330 18

150A 6"B 12.72 1272 300 450 360 23

200A 8"B 22.61 2261 350 505 420 27

250A 10"B 35.34 3534 400 560 480 38

300A 12"B 50.89 5089 500 610 530 48

350A 14"B 69.27 6927 500 670 590 65

400A 16"B 90.47 9047 600 725 645 80

450A 18"B 114.5 11451 600 775 695 100

500A 20"B 141.3 14137 600 830 750 120

600A 24"B 203.5 20357 600 940 855 210

700A 28"B 227.0 27708 700 1055 970 300

800A 32"B 361.9 36191 800 1170 1090 400

900A 36"B 458.0 45804 900 1270 1190 500

1000A 40"B 565.4 56548 1000 1380 1290 700

1200A 48"B 814.3 81430 1200 1610 1530 850

1400A 56"B 1108.3 110835 1400 1820 1740 1100

1600A 64"B 1447.6 144764 1600 2050 1950 1500

1800A 72"B 1832.1 183217 1800 2250 2170 1900

2000A 80"B 2261.9 223194 2000 2460 2380 2300



Electromagnetic Flowmeter

MR Series

Dimension

67

1 Indicator Aluminum die casting

2 Detector housing Carbon steel, (option :SOS304)

3 Flange Carbon steel, (option : SUS304)

4 Lining Teflon (PFA,PTFE),(option : Hard Robber)

5 Electrode 
SUS316L
Option : platinum,titanium,tantalum,hasteloy-c



Electromagnetic Flowmeter

MR Series

Ἇ ḟḶḐ♥ּק

68



Electromagnetic Flowmeter

MR-BT Series

MR-BT Series ỳӔᶷ Ӥ֡ Ἄ ♥ ֥ 3.6V 

  ὣἛ ṑ᷄ḁ. Ỵḫ ḻ “ Ἓ ⱠṎ ꜚ

Ḅ ὔᶷḻ Ⱡ Ἓ ֥Ṏ ҷ ỳ ᷄ḁ.

ҙ ῇ ᵁ ỴὣἛ ₔҍ◄ ҍ ᾞ ḻᶋ

ỳ ҍᶾ ᷄ḁ. Wet Partᶷḁ ᾧṭ ӨӦ ▐ ҍᶾ ᾞ

  Ἓ ὗ בּ ә ỳӦә ỳ ᾧṔ Ӧ ᾞӤ

″ Ώ ᶷḁᶷ ♄ὺ ỳӔ ᷄ḁ.

69

· Ӥ֡ Ἄ ♄▐ ֥ Battery(DC 3.6V) ỳӔ

·Battery Ἓ5ᵹ ◄▐

· ҍ Ἓ ḻṎ Ӧ ᶷ Ἓ ῇ Ἓ ῼ◕ ᶷ֥Ӕ ә ӦὫᾧҍ

   Өὣₔ

·   ỳ ṍ ὣ . 

·Wet part ὗ TEFLON PFA,TEFLON PTFE lining ⱠӦᵒὫᾧⱠ ⁫

·ḁ Sensor(electrodes) ♠ ҍᶾ

· Ṏ ỳ ‛ ( ỳә ỳ ♄ Ⱡ )

·֥Ӕ ӦḆὣ ֥ẋῄ ḓԂӒḻ ҍᶾ

·ꜙ Ӧ ṅ ῼ◕ ә Ὺḻ

·Ԃṅₐҍ ֥ẋῄ Ἅꜜ ә Ớ ᷿Ӧ ֛ ♠ ᾠ Ỵ ᵁₐ Ⱡ

   

· ḻῪḻ ḻ ӀΏ .

·ᵧ ‛ (20m/s) ᶋ Ὺḻ(0.5%)

· Өₐҍ◄ḓ Ἓ ♄♥ ҍ

Features



Electromagnetic Flowmeter

MR-BT Series

Specification

70

Size 15A(1/2") ~ 800A(32")

Process Connection
Flange type(Standard : JIS 10K RF), 
Option-ANSI150#300#,DIN PN16/40

Flow Velocity 0.01m/S ~10m/S

Measuring Range 0.028 ~ 18095m3/H

Fluid Temperature -25 °C ~ +150 °C (Rubber 70 °C)

Min. Conductivity р˃{κ/Ƴόнл˃{κ/Ƴ ŦƻǊ ǿŀǘŜǊ Ŧƭƻǿ ƳŜŀǎǳǊŜƳŜƴǘύ 

Ambient Temperature -10 °C ~ 60 °C

Language ENGLISH

Output
Digital : RS 485
Analog: 4 ~20mA DC, pulse

Power Supply AC220V, option : DC24V, DC3.6V(battery)

Display
LCD display , Back light
Flow rate : 5digit display
Total : 9digit display

Enclosure IP65, IP67, IP68

Electrodes SUS316,Hastelloy-B,-C,Titanium,Tantalum, Platinum, Hasteloy-c

Lining TEFLON(pfa, ptfe),(option : Hard robber)

Color of Painting Blue

ở╢ד

·Ớ ᷿ ꜜ◄ṍ Ӏҍ ♥

·֥ ᵁ֥ὙҜ ḻⱠ ᶷ ᶷ Ṑ

·PVC Ҝ ℮ ḻⱠ Ө ᶷ ֛ ᵁ Ὢ ▐ ὔᶷ Ṵ ὗὭṯ

· ḻⱠ Ө Ớḻ ỳӔ ὗ ӍṎ ӨӦ ᾠ Ἓ



Electromagnetic Flowmeter

MR-BT Series

Flow Range & Dimension

71

Size
Flow range(m3/h) Dimension(mm) Weight

0.2(m/s) 20(m/s) Length
H

(╪ )
H

(ṧᵖ )
kg

10A 3/8"B 0.56 5.65 200 265 190 4

15A 1/2"B 0.127 12.7 200 265 190 5

20A 3/4"B 0.226 22.6 200 275 200 6

25A 1"B 0.353 35.4 200 285 210 7

32A 1-1/4"B 0.579 57.9 200 310 220 8

40A 1-1/2"B 0.904 90.4 200 320 230 9

50A 2"B 1.41 141.3 200 335 245 10

65A 2-1/2"B 2.38 238.9 200 355 265 12

80A 3"B 3.61 361.9 200 370 280 14

100A 4"B 5.65 565.4 250 390 300 15

125A 5"B 8.83 883.5 250 420 330 18

150A 6"B 12.72 1272 300 450 360 23

200A 8"B 22.61 2261 350 505 420 27

250A 10"B 35.34 3534 400 560 480 38

300A 12"B 50.89 5089 500 610 530 48

350A 14"B 69.27 6927 500 670 590 65

400A 16"B 90.47 9047 600 725 645 80

450A 18"B 114.5 11451 600 775 695 100

500A 20"B 141.3 14137 600 830 750 120

600A 24"B 203.5 20357 600 940 855 210

700A 28"B 227.0 27708 700 1055 970 300

800A 32"B 361.9 36191 800 1170 1090 400

900A 36"B 458.0 45804 900 1270 1190 500

1000A 40"B 565.4 56548 1000 1380 1290 700

1200A 48"B 814.3 81430 1200 1610 1530 850

1400A 56"B 1108.3 110835 1400 1820 1740 1100

1600A 64"B 1447.6 144764 1600 2050 1950 1500

1800A 72"B 1832.1 183217 1800 2250 2170 1900

2000A 80"B 2261.9 223194 2000 2460 2380 2300



Electromagnetic Flowmeter

MR-IN Series

MR-IN Seriesʊ  ӨSize ◄Ө ▐ ᶷ▲ ỳӔ ᷄ḁ.

֥ ▐  Ө ♥ ҍ Ἄ Ӓ ҍ  Ө″Ӓ ҏḄ Ἓ

♥ בּ ᶷ ᾞ◄ ḻῳᶊבּ Ṵḁ ▓ ₒ ▐ ҍᶾ

ỳӔ ᷄ḁ. ֥Ӕ Ԃṅₐҍ ὫᾧἛ ә әּבᾤ ֩ә

Ἅꜜ ḻ ᷄ḁ. Ắ Ӓꜚ ♄ḻ▐ ҍᶾ ᾞ әאלҍבּ⁫

ҏḄ Ҏ ▓ ♄ ▐ ṍә ᷄ḁ. 
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· ҍ Ἓ ḻṎ Ӧ ᶷ Ἓ ῇ Ἓ ῼ◕ ᶷ֥Ӕ ә ӦὫᾧҍ

   Өὣₔ

·   ỳ ṍ ὣ

·Wet Part ὗ TEFLON PFA,TEFLON PTFE lining ⱠӦᵒὫᾧⱠ ⁫

·ḁ Sensor(electrodes) ♠ ҍ .ʒ

· Ṏ ỳ ‛ ( ỳә ỳ ♄ Ⱡ )

·֥ Ӕ ӦḆὣ ֥ẋῄ ḓԂӒḻ ҍᶾ

·ꜙ Ӧ ṅ ῼ◕ ә Ὺḻ

·Ԃṅₐҍ ֥ẋῄ Ἅꜜ ә Ớ ᷿Ӧ ֛ ♠ ᾠ Ỵ ᵁₐ Ⱡ

  

· ḻῪḻ ḻ ӀΏ

·γ ‛ (20m/s) ᶋ Ὺḻ(0.5%)

· Өₐҍ◄ḓ Ἓ ♄♥ ҍ

Features



Electromagnetic Flowmeter

MR-IN Series

Specification

73

Size 15A(1/2") ~ 2000A(80")

Process Connection
Flange type(Standard : JIS 10K RF), 
Option-ANSI150#300#,DIN PN16/40

Flow Velocity 0.01m/S ~15m/S

Measuring Range 0.028 ~ 169646m3/H

Fluid Temperature -25 °C ~ +150 °C (Rubber 70 °C)

Min. Conductivity р˃{κ/Ƴόнл˃{κ/Ƴ ŦƻǊ ǿŀǘŜǊ Ŧƭƻǿ ƳŜŀǎǳǊŜƳŜƴǘύ 

Ambient Temperature -10 °C ~ 60 °C

Language ENGLISH

Output
Digital : RS 485
Analog: 4 ~20mA DC, pulse

Power Supply AC220V, option : DC24V, DC3.6V(battery)

Display
LCD display , Back light
Flow rate : 5digit display
Total : 9digit display

Enclosure IP65, IP67, IP68

Electrodes SUS316,Hastelloy-B,-C,Titanium,Tantalum, Platinum, Hasteloy-c

Lining TEFLON(pfa, ptfe),(option : Hard robber)

Color of Painting Blue

ở╢ד

·Ớ ᷿ ꜜ◄ṍ Ӏҍ ♥

·֥ ᵁ֥ὙҜ ḻⱠ ᶷ ᶷ Ṑ

·PVC Ҝ ℮ ḻⱠ Ө ᶷ ֛ ᵁ Ὢ ▐ ὔᶷ Ṵ ὗὭṯ

· ḻⱠ Ө Ớḻ ỳӔ ὗ ӍṎ ӨӦ ᾠ Ἓ



Electromagnetic Flowmeter

MR-IN Series

Flow Range & Dimension

74

Size
Flow range(m3/h) Dimension(mm) Weight

0.2(m/s) 20(m/s) Length
H

(╪ )
H

(ṧᵖ )
kg

10A 3/8"B 0.56 5.65 200 265 190 4

15A 1/2"B 0.127 12.7 200 265 190 5

20A 3/4"B 0.226 22.6 200 275 200 6

25A 1"B 0.353 35.4 200 285 210 7

32A 1-1/4"B 0.579 57.9 200 310 220 8

40A 1-1/2"B 0.904 90.4 200 320 230 9

50A 2"B 1.41 141.3 200 335 245 10

65A 2-1/2"B 2.38 238.9 200 355 265 12

80A 3"B 3.61 361.9 200 370 280 14

100A 4"B 5.65 565.4 250 390 300 15

125A 5"B 8.83 883.5 250 420 330 18

150A 6"B 12.72 1272 300 450 360 23

200A 8"B 22.61 2261 350 505 420 27

250A 10"B 35.34 3534 400 560 480 38

300A 12"B 50.89 5089 500 610 530 48

350A 14"B 69.27 6927 500 670 590 65

400A 16"B 90.47 9047 600 725 645 80

450A 18"B 114.5 11451 600 775 695 100

500A 20"B 141.3 14137 600 830 750 120

600A 24"B 203.5 20357 600 940 855 210

700A 28"B 227.0 27708 700 1055 970 300

800A 32"B 361.9 36191 800 1170 1090 400

900A 36"B 458.0 45804 900 1270 1190 500

1000A 40"B 565.4 56548 1000 1380 1290 700

1200A 48"B 814.3 81430 1200 1610 1530 850

1400A 56"B 1108.3 110835 1400 1820 1740 1100

1600A 64"B 1447.6 144764 1600 2050 1950 1500

1800A 72"B 1832.1 183217 1800 2250 2170 1900

2000A 80"B 2261.9 223194 2000 2460 2380 2300



Electromagnetic Flowmeter

MR-IN Series

Dimension
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1 Indicator Aluminum die casting

2 Probe SUS304, (option  :SUS316ss)

3 Valve SUS304,(option  : sus316ss)

4 Socket SUS304, (option  :SUS316ss)

5 Electrode 
SUS316L
Option : platinum,titanium,tantalum,hasteloy-c



Electromagnetic Flowmeter

MR-RM Series

MR-RM Series ỳӔᶷ ỳ ₐ ₐὗₒὣ Ṏ

ỳӔ ᷄ḁ. ҳ◄ ֜ ֥ Ἄ ӣ ♥ Ӏ Ṏ ỳӔ ᷄ḁ.  

Ỵḫ ḻ “ Ἓ ⱠṎ ꜚ Ḅ ὔᶷ

ḻ Ⱡ Ἓ ֥Ṏ ҷ ỳ ᷄ḁ. ҙ ῇ ᵁ

ỴὣἛ ₔҍ◄ ҍ ᾞ ḻᶋ ỳ ҍᶾ ᷄ḁ. 

Wet Partᶷḁ ᾧṭ ӨӦ ▐ ҍᶾ ᾞ   Ἓ ὗ בּ

ә ỳӦә ỳ ᾧṔ Ӧ ᾞӤ ″ Ώ ᶷḁᶷ

♄ὺ ỳӔ ᷄ḁ.
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· ҍ Ἓ ḻṎ Ӧ ᶷ Ἓ ῇ Ἓ ῼ◕ ᶷ֥Ӕ ә Ӧ

   Ὣᾧҍ Өὣₔ

·   ỳ ҍᶾ

·Wet Part ὗ Teflon PFA, Teflon PTFE lining ⱠӦᵒὫᾧⱠ ⁫

·ḁ Sensor(electrodes) ♠ ҍᶾ

· Ṏ ỳ ‛ ( ỳ, ә ỳ ♄ Ⱡ )

·֥Ӕ ӦḆὣ ֥ẋῄ ḓԂӒḻ ҍᶾ

·ꜙ Ӧ ṅ ῼ◕ ә Ὺḻ

·Ԃṅₐҍ ֥ẋῄ Ἅꜜ ә Ớ ᷿Ӧ ֛ ♠ ᾠ Ỵ ᵁ

   ₐ Ⱡ

· ḻῪḻ ḻ ӀΏ .

·ᵧ ‛ (20m/s) ᶋ Ὺḻ(0.5%)

· Өₐҍ◄ḓ Ἓ ♄♥ ҍ

Features



Electromagnetic Flowmeter

MR-RM Series

Specification

77

Size 15A(1/2") ~ 2000A(80")

Process Connection
Flange type(Standard : JIS 10K RF), 
Option-ANSI150#300#,DIN PN16/40

Flow Velocity 0.01m/S ~15m/S

Measuring Range 0.028 ~ 169646m3/H

Fluid Temperature -25 °C ~ +150 °C (Rubber 70 °C)

Min. Conductivity р˃{κ/Ƴόнл˃{κ/Ƴ ŦƻǊ ǿŀǘŜǊ Ŧƭƻǿ ƳŜŀǎǳǊŜƳŜƴǘύ 

Ambient Temperature -10 °C ~ 60 °C

Language ENGLISH

Output
Digital : RS 485
Analog: 4 ~20mA DC, pulse

Power Supply AC220V, option : DC24V, DC3.6V(battery)

Display
LCD display , Back light
Flow rate : 5digit display
Total : 9digit display

Enclosure IP65, IP67, IP68

Electrodes SUS316,Hastelloy-B,-C,Titanium,Tantalum, Platinum, Hasteloy-c

Lining TEFLON(pfa, ptfe),(option : Hard robber)

Color of Painting Blue

ở╢ד

·Ớ ᷿ ꜜ◄ṍ Ӏҍ ♥

·֥ ᵁ֥ὙҜ ḻⱠ ᶷ ᶷ Ṑ

·PVC Ҝ ℮ ḻⱠ Ө ᶷ ֛ ᵁ Ὢ ▐ ὔᶷ Ṵ ὗὭṯ

· ḻⱠ Ө Ớḻ ỳӔ ὗ ӍṎ ӨӦ ᾠ Ἓ



Electromagnetic Flowmeter

MR-RM Series

Flow Range & Dimension
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Size
Flow range(m3/h) Dimension(mm) Weight

0.2(m/s) 20(m/s) Length
H

(╪ )
H

(ṧᵖ )
kg

10A 3/8"B 0.56 5.65 200 265 190 4

15A 1/2"B 0.127 12.7 200 265 190 5

20A 3/4"B 0.226 22.6 200 275 200 6

25A 1"B 0.353 35.4 200 285 210 7

32A 1-1/4"B 0.579 57.9 200 310 220 8

40A 1-1/2"B 0.904 90.4 200 320 230 9

50A 2"B 1.41 141.3 200 335 245 10

65A 2-1/2"B 2.38 238.9 200 355 265 12

80A 3"B 3.61 361.9 200 370 280 14

100A 4"B 5.65 565.4 250 390 300 15

125A 5"B 8.83 883.5 250 420 330 18

150A 6"B 12.72 1272 300 450 360 23

200A 8"B 22.61 2261 350 505 420 27

250A 10"B 35.34 3534 400 560 480 38

300A 12"B 50.89 5089 500 610 530 48

350A 14"B 69.27 6927 500 670 590 65

400A 16"B 90.47 9047 600 725 645 80

450A 18"B 114.5 11451 600 775 695 100

500A 20"B 141.3 14137 600 830 750 120

600A 24"B 203.5 20357 600 940 855 210

700A 28"B 227.0 27708 700 1055 970 300

800A 32"B 361.9 36191 800 1170 1090 400

900A 36"B 458.0 45804 900 1270 1190 500

1000A 40"B 565.4 56548 1000 1380 1290 700

1200A 48"B 814.3 81430 1200 1610 1530 850

1400A 56"B 1108.3 110835 1400 1820 1740 1100

1600A 64"B 1447.6 144764 1600 2050 1950 1500

1800A 72"B 1832.1 183217 1800 2250 2170 1900

2000A 80"B 2261.9 223194 2000 2460 2380 2300



Electromagnetic Flowmeter

MR-RM Series

Dimension
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1 Indicator Aluminum die casting

2 Detector housing Carbon steel, (option : SOS304)

3 Flange Carbon steel, (option : SUS304)

4 Lining Teflon (pfa, ptfe), (option : Hard Robber)

5 Electrode
SUS316L
Option : platinum,titanium,tantalum,hasteloy-c



Electromagnetic Flowmeter

MR-SA Series

MR-SA Series ỳӔᶷ Ӎ ᶷ ἰ(ύ , Ṵ) ῳ

ₒ ▐ ᾞ0.5S~3Sֱ ṍᶷ ỳӔ ᷄ḁ. Ắ output ὗ

ỳ Ӏ▐ ṑ᷄ḁ. Ỵḫ ḻ “ Ἓ

ⱠṎ ꜚ Ḅ ὔᶷḻ Ⱡ Ἓ ֥Ṏ ҷ ỳ

᷄ḁ. ҙ ῇ ᵁ ỴὣἛ ₔҍ◄ ҍ ᾞ ḻᶋ

ỳ ҍᶾ ᷄ḁ. Wet Partᶷḁ ᾧṭ ӨӦ ▐ ҍᶾ ᾞ

  Ἓ ὗ בּ ә ỳӦә ỳ ᾧṔ Ӧ ᾞӤ

″ Ώ ᶷḁᶷ ♄ὺ ỳӔ ᷄ḁ.
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· ҍ Ἓ ḻṎ Ӧ ᶷ Ἓ ῇ Ἓ ῼ◕ ᶷ֥Ӕ ә Ӧ

   Ὣᾧҍ Өὣₔ

·   ỳ ҍᶾ

·Wet Part ὗ Teflon PFA, Teflon PTFE lining ⱠӦᵒὫᾧⱠ ⁫

·ḁ Sensor(electrodes) ♠ ҍᶾ

· Ṏ ỳ ‛ ( ỳ, ә ỳ ♄ Ⱡ )

·֥Ӕ ӦḆὣ ֥ẋῄ ḓԂӒḻ ҍᶾ

·ꜙ Ӧ ṅ ῼ◕ ә Ὺḻ

·Ԃṅₐҍ ֥ẋῄ Ἅꜜ ә Ớ ᷿Ӧ ֛ ♠ ᾠ Ỵ ᵁ

   ₐ Ⱡ

· ḻῪḻ ḻ ӀΏ .

·ᵧ ‛ (20m/s) ᶋ Ὺḻ(0.5%)

· Өₐҍ◄ḓ Ἓ ♄♥ ҍ

Features


